GLOBE VANALAR
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Celik Dokum Globe Vana / Cast Steel Globe Valve
Dovme Celik Globe Vana / Forged Steel Globe Valve
Bronz Dokum Globe Vana / Cast Bronze Globe Valve




150 CLASS CAST STEEL GLOBE VALVES

#® FLGD, Bolted Bonnet

® Dutside Screwed & Yoke , Rising Stem

® Design Standard: APl 6D & ASME B16.34

® Face to Face Standard: ANSI B 16.10

® Flange Standard : ANSI B 16.5 & ASME B16.47
® Rating: -29 +38° C at 20 Bar, Max.425° C at 6 Bar
® Test: Shell 30 Bar, Closure 22 Bar, Air 6 Bar

Malerial

*Materials can be stainless steel or alloy steel
*Malzemeler paslanmaz gelik veya alagiml gelik olabilir

VANA MAKINA MUHENDISLIK INSAAT
SANAYI VE TICARET LIMITED SIRKETI
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150 CLASS CAST STEEL GLOBE VALVES
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300 CLASS CAST STEEL GLOBE VALVES

® FLGD, Bolted Bonnet

® Qutside Screwed & Yoke , Rising Stem

#® Design Standard: APl 6D & ASME B16.34

® Face to Face Standard: ANSI B 16.10

#® Flange Standard : ANSI B 16.5 & ASME B16.47

® Rating: -29 +38° C at 51 Bar, Max.425" C at 29 Bar
® Test: Shell 77 Bar, Closure 56 Bar , Air 6 Bar

LA

*Materials can be stainless sleel or alioy steel
"Malzemeler paslanmaz gelik veya alagimli gelik olabilir
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300 CLASS CAST STEEL GLOBE VALVES
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600 CLASS CAST STEEL GLOBE VALVES

® FLGD, Bolted Bonnat

® Qutside Screwed & Yoke |, Rising Stem

® Design Standard: API 6D & ASME B16.34

® Face to Face Standard: ANSI B 16.10

® Flange Standard : ANSI B 16.5 & ASME B16.47

® Rating: -29 +38° C at 102 Bar, Max.425" C at 58 Bar
® Test: Shell 153 Bar, Closure 113 Bar , Air 6 Bar

Part Name Material

tem No

“Malterials can be stainless steel or alloy steel
*Malzemeler pasianmaz celik veya alagimli gelik olabilir
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600 CLASS CAST STEEL GLOBE VALVES
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800 CLASS FORGED STEEL GLOBE VALVES

15 16 - ® Bolted Bonnet
h AN #® Qutside Screwed & Yoke, Rising Stem
® Design Standard: API 8D & API 602
® Rating: -29 +38° C at 140 Bar, Max.425° C at 76 Bar
® Test: Shell 211 Bar, Closure 155 Bar, Air 6 Bar

“Malerials can be stainless steel cr alloy sleel
*Malzemeler paslanmaz ¢elik veva alasiml ¢elik olabilir
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800 CLASS FORGED STEEL GLOBE VALVES
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900 / 1500 CLASS FORGED STEEL GLOBE VALVES

globe valves
BS 1873 - 1975

distance entre brides
face-to-face dimension

— ASME B 16.10 - 1992

brides
flanged ends
ASME B 16.5 - 1996
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150-300-600 CLASS FORGED STEEL FLANGED GLOBE VALVES
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GLOBE VANA PARCA LISTESI/ GLOBE VALVES PART LIST

Materials Symbols /Malzerne Sembolleri

WCB ASTM A216 Gr. WCB Cast Steel / Celik Dokidm

Cr13 AlISI 420 f AWS 430 Cr.13 Stainless Steel / Paslanmaz Celik

STL AWS 13ER CoCr-A (STELLITE)Hard Face / Seri Ylzey Dolgusu
ST ASTM A105/ ASTM A515 Carbon Steel / Karbon Geligi

DI Ductile Iren / Stero Dokum

Bz ASTM B148 Aluminium-Bz or Mn-Bz /Aluminyum Bronz veya Mangan Branz
Bs ASTM B138M Brass/ Piring

B ASTM A307 B Steal Bolt! Celik Civata

B7 ASTM A193 Gr.B7 Steel Stud Bolt /BT Kalite Celik Saplama

2H ASTM A194 Gr.2H Steel Nut / Celik Somun

316 AISI 316 & AWS 316L Stainless Steel /316 Kalite Paslanmaz gelik
GRF Graphite Ring (98%) / %98 Saflikta Grafit Ring

RF Reinforced / Takviyeli Grafit

St.5t Slainless Steel /Paslanmaz Celik

M Monel AWS A5 11E NICu-7 DIN1736 EFNICu30 Mn

SWG Spiral Wounded Gasket / Spiral Sarimli Gonta

Galv. Galvanized / Galvaniz
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