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150 CLASS CAST STEEL BALL VALVES

FLOATING BALL & (TWO PIECES) SPLIT BODY

® SPLIT BODY

® Floating Ball & Anti Static Design
® Design Standard: APl 6D &ISO 14313 8ASME B16.34
® Face to Face Standard: ASME B 16.10

® Flange Standard : ASME B 16.5 & B16.47& ISO 7005
® Rating: -29 +38° C at 20 Bar, Max.100° C at 16 Bar

® Test: Shell 30 Bar, Closure 22 Bar, Air 6 Bar
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150 CLASS CAST STEEL BALL VALVES

FLOATING BALL & (TWO PIECES) SPLIT BODY
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2 50 153 186 82 121 18 4 58 M6 178 200 16
3 80 18 19 127 182 18 4 5B M6 203 250 34
4 100 4 15T 19 19 B 58 M8 300 50
8 150 280 26 216 241 22 8 Y 394 350 78
8 200 343 29 270 209 2 B ¥4 M20 457 480 200
10 250 407 30 324 362 26 12 8 M24 533 575 320
12 300 483 32 381 432 26 12 8 M24 E10 690 480
18 400 597 37 470 540 29 16 1 M2T 782 870 880
20 500 699 43 584 635 32 20 118 M3I0 814 1080 1600
{24 800 813 48 B9z T4 5 20 114 M33 1067 1280 2900
28 700 820 57 908 978 41 28 114  M33 1080 1257
32 800 1080 57 208 978 41 23 112 M39 1179 13715
3 800 1170 62 1022 1086 41 32 112 M3 1278 144 |

VANA MAKINA MUHENDISLIK INSAAT
SANAYI VE TICARET LIMITED SIRKETI

www.goodvalf.com u GOODVANLF



150 CLASS FORGED STEEL BALL VALVES

FLOATING BALL & (THREE PIECES) SPLIT BODY

® SPLIT BODY

® Floating Ball & Anti Static Design

® Design Standard: APl 6D &150 14313 &ASME B16.34
® Face to Face Standard: ASME B 16.10

& Flange Standard : ASME B 16.5 & B16.47& 1SO 7005
® Rating: -29 +38° C at 20 Bar, Max.100° C at 16 Bar

® Test: Shell 30 Bar, Closure 22 Bar, Air € Bar
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150 CLASS FORGED STEEL BALL VALVES

FLOATING BALL & (THREE PIECES) SPLIT BODY
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150 CLASS CAST STEEL BALL VALVES

FLOATING BALL & (THREE PIECES) SPLIT BODY

® 5PLIT BODY

® Floating Ball & Antl Static Design

® Design Standard: APl 6D &S0 14313 &ASME B16.34
® Face to Face Standard: ASME B 16.40

® Flange Standard : ASME B 16.5 & B16.47& I1SO 7005
® Rating: -29 +38° C at 20 Bar, Max.100" C at 16 Bar

® Test: Shell 30 Bar, Closure 22 Bar, Air 6 Bar
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150 CLASS CAST STEEL BALL VALVES

FLOATING BALL & (THREE PIECES) SPLIT BODY
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6 150 280 26 216 241 22 8 34 M0 3% 30 78
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150 CLASS CAST STEEL BALL VALVES

TRUNNION BALL & (THREE PIECES) SPLIT BODY

® SPLIT BODY

#® Trunnion & Anti Static Design

® Design Standard: APl 6D &ISO 14313 &ASME B16.34
® Face to Face Standard: ASME B 16.10

® Flange Standard : ASME B 16.5 & B16.47& |SO 7007
® Rating: -29 +38° C at 20 Bar, Max.100° C at 16 Bar

® Test: Shell 30 Bar, Closure 22 Bar, Air & Bar

Part Name
! Casl Steel or Stainless Steel
Casl Sleel or Stainless Steel
Stainless Steal

Stainless Steel

Carbon Sieel

Viton

Viton

Teflon

Viton

6 5b S5a

18 15

Seatrning Detall

20 14—"10 8 9

Body&Stemn Seal Detail 11
21

12 22
Bottom Cover Seat Detail
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150 CLASS CAST STEEL BALL VALVES

TRUNNION BALL & (THREE PIECES) SPLIT BODY
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Dimensions & Weight
]

n Himax.)

ine. mm  mm  mm  mm  mm  mm  nf0 i MM mm mm Kg
8 200 33 2 20 2 2 8 34 MO 457 35 24
[0 250 47 30 324 32 26 12 78 M4 533 450 395
12 00 43 2 31 432 % 12 78 M4 610 600 525
W 30 54 B M3 4% »® 12 1 M2 e 650 650
(16 400 567 37 470 60 2 16 1 M2 7E2 00 780
18 450 635 40 534 58 32 18 118 M30 84 TS0 900
20 500 699 43 S84 635 32 20 118 M0 94 800 1650
24 600 813 48 692 TA9 35 20 114 M3 1067 900 2700
(28 00 820 67 908 678 41 28 114 M3 45 1000 295
(%2 B0 1080 57 9B %78 41 28 112 M 172 1100 5250
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300 CLASS FORGED STEEL BALL VALVES

TRUNNION BALL & (THREE PIECES) SPLIT BODY

17 9
8 ® SPLIT BODY
14 ® Trunnion & Anti Static Design
* Design Standard: AP| 6D &ISO 14313 8ASME B16.34
® Face to Face Standard: ASME B 16.10
4 ® Flange Standard : ASME B 16.5 & B16.47& 150 7005
12 o ® Rating: -29 +38° C at 51 Bar, Max.100° C at 40 Bar
11 ® Test: Shell 77 Bar, Closure 56 Bar , Air 6 Bar
19
10 —19 rt Name
11 Body Mﬂnﬂﬁdwmm
Carbon Steel or Stainless Steel
12
Body&Stem Seal Detail Bottom Cover Seat Detail
24

23
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B Gaskel

10 _ Washer | Teflon

" O-Ring Viton

12 Gasket SWG

13 Cover Carbon Steel
14 O-Ring Viton

15 Boit Carbon Steel
16 Lubricant Fitling Carbon Steel
17 Packing Teflon

18 Gland Carbon Steel
20 Stopper Garbon Sleel
22 Couplin Carbon Steel
25 Bottom Cover Carbon Stesl
26 Drain Plug Carbon Steel
21 Boit Carbon Steel =
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300 CLASS FORGED STEEL BALL VALVES

TRUNNION BALL & (THREE PIECES) SPLIT BODY

}

H{max

Dimensions & Weight

inc. mm mm mm mm mm mm no inc.  mm mm mm Ka
R 50 165 23 92 127 19 8 58 M6 216 140 20
L3 80 210 29 127 168 22 8 34 M2 283 180 42
4 100 254 32 157 200 2 8 34 M20 305 300 80
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300 CLASS CAST STEEL BALL VALVES

TRUNNION BALL & (THREE PIECES) SPLIT BODY

# SPLIT BODY
® Trunnion & Anti Static Design

6 Sb Sa

18 15 ® Design Standard: API 6D 4150 14313 &ASME B16.34
16 ® Face to Face Standard: ASME B 16.10
% Flange Standard : ASME B 16.5 & B16.47& IS0 7005
12 # Rating: -29 +38° C at 51 Bar, Max.100° C at 40 Bar
" Seatring Detail 2 7 . Test: Shell 77 Bar, Closure 56 Bar, Air 6 Bar
1
i) Body Cast Steel or Stainless Steel
20 1410 & 5 2 Bonnet Casl Steel or Stainless Steel
Body&Stem Seal Detal 11 : :n m:
R 22 & BodySealRing  Carbon Steel
Bottom Cover Seat Detai h uh Viton
5b 0O-Ring Viton
6 Seal Ring Teflon
8 O-Ring Viton
9 Gasket SWG
10 Washer Teflon
1" 0-Ring Viton
24 40 - ' Ll k« 13 Cover Carbon Steel
P y \ . ' 4 Bushing Slainless Steel+TEFLOIN
| r ' I s oming Viton
N /G : 16 Bolt Carbon Steel
047 LubricantFiting  Carbon Steel
18 Packing Teflon
) 19 Gland Carbon Steel
20 Blind Plug Carbon Steal
: A Bottom cover Carbon Steel
I =z Bolt Carbon Sleel
24 Stud Bolt Cr.Mo Steel
2% Nut Carbon Steel
F. Gear Operator
21 23 -
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300 CLASS CAST STEEL BALL VALVES

TRUNNION BALL & THREE PIECES SPLIT BODY

Himax)

[]]
@K{ n x21)
39
ON

|
I
1

inc. mm mm mm mm mm mm ne Ine. mm mm mm Kg

8 200 3 41 0 330 2 12 | 34 M0 802 485 28
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600 CLASS FORGED STEEL BALL VALVES

TRUNNION BALL & (THREE PIECES) SPLIT BODY

Body&Stem Seal Detall

23
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® SPLIT BODY

® Trunnion & Anti Static Design

® Design Standard: APl 6D &1SO 14313 SASME B16.34
® Face to Face Standard: ASME B 16.10

® Flange Standard : ASME B 16.5 & B16.47& 150 7005
® Rating: -29 +38° C at 102 Bar, Max.100° C at 80 Bar
® Test: Shell 153 Bar, Closure 112 Bar, Air 6 Bar
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600 CLASS FORGED STEEL BALL VALVES

TRUNNION BALL& (THREE PIECES) SPLIT BODY

x B1)

BK( n
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Dimensions & Weight

inc mm mm mm mm mm mm no inc,  mm mm mm Kg
50 165 26 922 127 19 58 M16 202 180 26
80 210 32 127 168 22 B 4 M2 356 250 48
4 100 2713 38 157 216 26 8 78 M2 432 300 100
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600 CLASS CAST STEEL BALL VALVES

TRUNNION BALL & (THREE PIECES) SPLIT BODY

GOODVANLF
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5b

5a

® SPLIT BODY

® Trunnion & Antl Static Design

® Design Standard: AP| 6D &I1SO 14313 AASME B16.34
® Face to Face Standard: ASME B 16.10

® Flange Standard : ASME B 16.5 & B16.47& I1SO 7005
® Rating: -29 +38° C at 102 Bar, Max.100° C at B0 Bar

® Test: Shell 153 Bar, Closure 112 Bar , Air 6 Bar

1 Body
2 Bonnel
3 Bal

4 Stem
5 Body Seat Ring
5a

5b

6

7

B

8

12

13

14

15

16

17 Lutricant Fitting
18 Packing

19 Gland

20 Blind Plug

1 Bottom cover
2 Bokt

2 Drain Plug
E7) Stud Bolt

25 Nut

Cast Steel or Stainless Steel
Cast Steel or Stainless Steel
Stainless Steel

Stainless Steel

Carbon Steel

Viton
Viton

Teflon
Stainless Steel
Viton

SWG

Teflon

Viton

SWG

Carbon Steel
Stainless Steel+TEFLOIN
Carbon Steel
Carbon Steel
Teflon

Carbon Steel
Carbon Steel
Carbon Steel
Carbon Steel
Carbon Steel
Cr.Mo Steel
Carbon Steel
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600 CLASS CAST STEEL BALL VALVES

TRUNNION BALL & (THREE PIECES) SPLIT BODY

ju}o]
@K {n B

inc, mm mm mm mm mm mm no ing, mm mm mm Kg
B 150 36 48 | 26 22 29 12 1 M7 589 30 @ 43 |
8 W0 M9 S5 20 M9 2 12 118 M0 680 480 “2
10 250 508 64 34 4R 35 % 114 787 575 720
12 W0 55 &7 381 489 k3 20 114 M3 8m 590 966
¥4 3O 603 7O 443 57 3 M 138 M3 889 6% 10
16 400 686 76 470 603 FTRE. S 931 870 1260
18 450 743 83 514 6M 45 20 158 M4Z 1092 950 1400
20 500 813 83 584 724 45 24 158 M42 1184 1080 2300
24 GO0 %40 102 838 51 M4 178 M4B 1387 1260 3400
28 700 1075 111 800 865 54 28 2 MB2 1549 1350 5300
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